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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 



IS 4570-7 (1985): Crystal unit holders. Part 7: 
Microminiature, metal, solder seal, two-wire crystal unit 
holder, type DJ [LITD 5: Semiconductor and Other Electronic 
Components and Devices] 
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IS :4570( Part? ) -1985 




Indian Standard ( Reaffirmed 2001 ) 

SPECIFICATION FOR 
CRYSTAL UNIT HOLDERS 

PART 7 MICROMINIATURE, METAL, SOLDER SEAL, TWO-WIRE 
CRYSTAL UNIT HOLDER TYPE DJ 



0. General —This standard shall be read in conjunction with IS : 4570 (Part 1)-1983 'Specification 
for crystal unit holders : Part 1 General requirements and tests {first revision)\ 

1. Type Designation — The microminiature, metal, solder seal, two-wire crystal unit holder covered in 
this standard shall be designated as micromirriature, metal, solder seaf> two-wire crystal unit holder 
Type D J. 

2. Outline and Dimensions — The outline and dimensions shall be according to Fig. 1 and Table 1. 
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FIG. 1 OUTLINE OF CRYSTAL UNIT HOLDER 









TABLE 1 DIMENSIONS 










{ Clause 2 and Fig. 
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Note 1- 


- Metal 


case, conductive finish. 






Note 2- 


Maximum A and B dimensions include 


an allowance for solder. 
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3. Materia!, Construction and Workmanship — See 5 of IS : 4570 ( Part 1 )-1383. 

4. Marking — See 6 of !S : 4570 (Part 1)-1983, 

5. Tests — See 7 of IS : 4570 (Part 1)-1983. 



EXPLANATORY NOTE 

This crystal unit holder outline covered in this standard corresponds with sheet 27 of lEC Pub 
122-3 (1377) 'Quartz crystal units for frequency control and election : Part 3 Standard outlines and 
pin connections, issued by the International Electrotechnical Commission (lEC). 
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